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The unique style of the Elegance screen comes with two types of tensioning. The CTS (Constant Tension System) is equipped with two counterweights, hooked onto hinges
placed at the ends of the screen base: these tension rigid cables threaded through the lateral eyelets, guaranteeing constant self-tensioning and a smooth, crease-free rolling,
owing to the fact that he eyelets are positioned outside the screen’s surface. The ideal solution for those who put technical performance first. But since aesthetics are important,
there is also the classic system, in which the cables are elastic. Threaded through the eyelets, they create a lateral curve of the surface, which is useful to prevent the formation
of creases, despite the presence of the eyelets (see page 8). In both cases the additional elements maintain the harmonious lines of the lateral sides and of the abutting base.
Providing customized aesthetics and optimal planarity in one product.

Create you own screen with the PSS:

> personalized dimensions: width and height
roller type: motorized or radio integrated 2
case: with standard or quick-installation case

case color: white, black or natural anodized grey

projection surfaces: ReferenceWhite, ReferenceGrey, VisionWhite, VisionWhitePro, 2
and VisionAcoustik only with black border S .
> height of top: from 5 to 45 cm

> projection surface drop: front or rear
> side of command/motor: right or left

>
>
>
>

Standard accessories:

> kit with wall -or ceiling- mount brackets

> unipolar selector switch

> remote control (only for radio-integrated version)

Optional accessories:

> receiver and RF remote control for motorized screen

(3 modalities: basic, automatic and compatible with domotic systems)
> receiver and infrared remote control
> bracket extensions for screens up to 60 cm

Surfaces Fireproof
Certification
Standard formats PSS formats |2'35;1 | | 185:1 | | 161 | | 1251 | 1001
54

16:9 43 21:9 16:10
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Tensio Elegance | Tensio Classic Elegance

e 86 mm —| 105 mm ——>
061 mm T@ 103 mm ggomm 1 LI /AN ) J /\ 119 mm
35mm B ¥
i | 35 mm
L—i 18 mm <—J— 18 mm
e 94mm — e 113 mm ———
**From 250 cm base *Up to 250 cm base @
* In certain circumstances due to the surface’s height it is necessary to use a case with the rolling tube of 80 mm E
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200 138 162 124 152 114 45 220x15x18 12
43 250 175 212 162 202 152 5 40 99 270x15x18 15 18
) 300 219 261 203 251 188 10 45 124 320x15x18 25 28 —
350 256 3n 241 301 226 10 45 148 370x15x18 28 33 | E |
200 109 162 95 152 85 5 45 69 220x15x18 1l 12
16:9 250 137 212 123 202 13 5 45 91 270x15x18 14 17
300 m 261 156 251 141 10 45 13 320x15x18 23 26
350 200 3n 184 301 169 10 45 136 370x15x18 26 31
200 19 162 105 152 95 5 45 71 220x15x18 1 12
16:10 250 150 212 136 202 126 5 45 94 270x15x18 14 17
300 187 261 172 251 157 10 45 17 320x15x18 23 26
350 219 3N 203 301 188 10 45 140 370x15x18 26 31
200 88 162 75 152 65 5 45 65 220x15x18 10 1
21:9 250 110 212 96 202 86 5 45 86 270x15x18 13 16

300 137 261 122 251 107 10 45 107 320x15x18 22 25
350 158 3n 143 301 128 10 45 129 370x15x18 25 30
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Motorized | Winch Elegance

Create you own screen with the PSS:

> personalized dimensions: width and height

roller type: motorized standard, radio integrated or manual winch

case: available with standard case, quick-installation case or without case

case color: white, black or natural anodized grey

projection surfaces: ReferenceWhite, ReferenceGrey, VisionWhite, VisionWhitePro,
VisionAcoustik and VisionRear, available with black borders except the VisionRear

> height of top: from 5 to 45 cm only for version with black borders

> projection surface drop: front or rear

> side of command/motor: right or left

V V VYV

Standard accessories:

> kit with wall -or ceiling- mount brackets

> unipolar selector switch

> remote control (only for radio-integrated version)

> winch pole for rolling and unrolling the projection surface in manual roller versions

Optional accessories:

> receiver and RF remote control for motorized screen

(3 modalities: basic, automatic and compatible with domotic systems)
> receiver and infrared remote control
> bracket extensions for screens up to 60 cm

Standard formats m |1’33ﬂ| 1,001
16:9 43

A fitting name for a model with a refined design and
rounded lines. The secret lies in the case: its lateral
ends made of pressure die-cast aluminium hide the
fastening screws from sight and, once the screen is
rolled up, the lid-like screen base forms a seamless
whole with the case itself.

The product’s attention to detail is matched by its
versatility: Elegance is the ideal solution for installations
which involve specific aesthetic requirements and need
personalized adjustments.

Style and easy installation team up to provide a complete
product, which is suitable for any environment.

Surfaces Fireproof
Certification
PSS formats | 2.35:1 | | 1.85:1 | | 1.6:1 | | 1.25:1 |
5:4

21:9 16:10
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Motorized | Winch Elegance

86 mm ‘<— 105 mm ——=|
) (72N
061 mm J @/ 103 mm 080 mm J \\E’/j 119 mm
35 mm B o, L J
| 35mm
N
18 mm H\— 18 mm
94mm ——»| e 113mm ——
*From 250 cm base *Up to 250 cm base
*In certain circumstances due to the surface’s height it is necessary to use a case with the rolling tube of 80 mm
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200 156 190 143 94 159 190 145 180 135 5 45 89 220x15x18 12 15
220 17 210 158 103 174 210 160 200 150 5 45 98 240x15x18 13 16
250 194 240 180 118 196 240 183 230 173 5 20 113 270x15x18 15 18
4:3 280 218 270 203 133 225 270 210 260 195 10 45 128 300x15x18 17 20
300 233 290 218 143 240 290 225 280 210 10 45 138 320x15x18 25 28
350 270 340 255 167 278 340 263 330 248 10 45 162 370x15x18 28 33
400" 308 390 293 192 - - - - - - - - 420x15x18 32 38
200 121 190 107 86 125 190 m 180 101 5 45 81 220x15x18 1 12 2
220 132 210 118 95 136 210 122 200 12 5 45 90 240x15x18 12 13 gg
250 149 240 135 108 153 240 139 230 129 5 45 104 270x15x18 14 17 =
16:9 280 167 270 152 122 176 270 161 260 146 10 45 17 300x15x18 17 20 wv
300 178 290 163 131 188 290 172 280 157 10 45 126 320x15x18 23 26 =
350 206 340 191 154 216 340 200 330 185 10 45 149 370x15x18 26 31 E’
400 235 390 219 176 - - - - - - - - 420x15x18 29 35 ©
=
150 154 140 140 78 154 140 140 130 130 5 5 72 170x15x18 12 13 o
160 164 150 150 84 164 150 150 140 140 5 5 78 180x15x18 12 13 -
180 184 170 170 95 184 170 170 160 160 5 5 89 200x15x18 13 16
200 204 190 190 106 204 190 190 180 180 5 5 100 220x15x18 13 16
1:1 220 225 210 210 117 225 210 210 200 200 5 5 m 240x15x18 14 17
240 245 230 230 128 245 230 230 220 220 5 5 122 260x15x18 16 19
250 255 240 240 134 255 240 240 230 230 5 5 128 270x15x18 16 19
280 285 270 270 150 290 270 275 260 260 10 10 145 300x15x18 19 22
300 305 290 290 161 310 290 295 280 280 10 10 156 320x15x18 27 30
200 133 190 19 88 136 190 123 180 113 5 45 84 220x15x18 11 12
220 145 210 131 97 149 210 135 200 125 5 45 93 240x15x18 12 13
250 164 240 150 m 168 240 154 230 144 5 45 107 270x15x18 14 17
16:10 280 184 270 169 125 193 270 178 260 163 10 45 121 300x15x18 17 20
300 197 290 181 135 205 290 190 280 175 10 45 130 320x15x18 23 26
350 228 340 213 158 237 340 221 330 206 10 45 153 370x15x18 26 31
400 259 390 244 181 - - - - - - - - 420x15x18 29 35
200 95 190 81 81 100 190 87 180 77 5 45 7 220x15x18 1" 12
220 103 210 89 90 109 210 95 200 85 5 45 86 240x15x18 12 13
250 16 240 102 103 122 240 108 230 98 5 45 98 270x15x18 14 17
21:9 280 130 270 115 116 141 270 126 260 m 10 45 m 300x15x18 17 20
300 139 290 123 124 150 290 134 280 119 10 45 120 320x15x18 23 26
350 160 340 145 145 171 340 155 330 140 10 45 141 370x15x18 26 31
400 181 390 166 167 - - - - - - - - 420x15x18 29 35
“Not available with VisionWhitePro surface
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