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Fixed Projection Screens

Frame Vision Screen Size

(WxH) cm
10 cm black aluminum frame 4:3 Format

. Perfectly flat screen surface 180 x 140

200x 155
. Easy to assemble 220x 170

. FlexWhite screen surface as standard 240 x 185
. Also available in FlexGrey, g;gxgg
ReAct, FlexRear, and Acoustic 320 i 545
screen surfaces 370 x282.5
405 X 309

16:9 Format

180x 110

200x 121
220x 131.5
240 x 143.5
270 x 160.5
295 x 174.5

320x 189

370x217

420 x 245

2.35:1 Format

180 x 88

200 x 96.5

220x 105
240x 113.5
270x 126.5

295 x 137
320x 147.5

370x 169

420 x 190

Frame Vision with Vel-Tex Screen size

(Wx H)cm
10 cm black Vel-Tex coated 4:3 Format

aluminum frame 180 x 140

. ) L 200 x 155
. Vel-Tex fabric frame trim eliminates 220% 170

reflections on the frame 240x 185
. Perfectly flat screen surface 270x 210

295 x 226
. Easy to assemble 320§245

. FlexWhite screen surface as standard ~ 370x282.5

. Also available in FlexGrey, 1643?( 3091‘
ReAct, FlexRear, and Acoustic '180(;"1'%
screen surfaces 200x 121

220x 131.5
240 x 143.5
270x 160.5
295 x 174.5
320x 189
370x217
420 x 245
2.35:1 Format
180 x 88
200 x 96.5
220x 105
240x 113.5
270x 126.5
295 x 137
320 x 147.5
370x 169
420 x 190
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Euroscreen®Projection Screens and Related AV Equipment - Effective 1 September 2009

Viewing Area
(WxH)cm

160 x 120
180x 135
200 x 150
220 x 165
250x 190
275 x 206
300 x 225
350x262.5
385 X 289

160 x 90
180x 101
200x 112.5
220x123.5
250 x 140.5
275x154.5
300 x 169
350x 197
400 x 225

160 x 68
180x76.5

200 x 85
220x93.5
250 x 106.5
275x 117
300x127.5
350x 149
400x 170

Viewing Area
(WxH) cm

160 x 120
180x 135
200x 150
220x 165
250x 190
275x 206
300 x 225
350x262.5
385 X 289

160 x 90
180 x 101
200x 112.5
220x 123.5
250 x 140.5
275x 154.5
300 x 169
350x 197
400 x 225

160 x 68
180x76.5

200 x 85
220x93.5
250x 106.5
275x 117
300x127.5
350x 149
400x 170

Frame Vision
Part No.

V160-V
V180-V
V200-V
V220-V
V250-V
V275-V
V300-V
V350-V
V400-V

V160-W
V180-W
V200-W
V220-W
V250-W
V275-W
V300-W
V350-W
V400-W

V160-C

FV. w/Vel-Tex
Part No.

VD160-V
VD180-V
VD200-V
VD220-V
VD250-V
VD275-V
VD300-V
VD350-V
VD400-V

VD160-W
VD180-W
VD200-W
VD220-W
VD250-W
VD275-W
VD300-W
VD350-W
VD400-W

VD160-C
VD180-C
VD200-C
VD220-C
VD250-C
VD275-C
VD300-C
VD350-C
VD400-C

Shipping
Weight (kg)

TowvmNo

Shipping
Weight (kg)

200V oNO



